MOUNTING YOUR X-CEL COMBINATION BOARD WITH "L" HANGERS

FOR THE MOST SECURE MOUNTING, INSTALL ALL "L" HANGERS DIRECTLY TO WALL STUDS. WHEN WALL STUDS
CAN NOT BE USED, WE RECOMMEND USING WALL ANCHORS (NOT INCLUDED) AND SPACING THEM EVENLY ALONG
THE LENGTH OF THE BOARD, STARTING 4"-6" FROM THE ENDS.

1. MARK THE BOARDS' LOCATION
o DETERMINE THE DESIRED MOUNTING HEIGHT FROM THE FLOOR TO THE BOTTOM OF THE BOARD.
o SCRIBE A LEVEL LINE AT THIS LOCATION.
o POSITION, AS SHOWN IN FIGURE 1, HALF OF THE AMOUNT OF HANGERS PROVIDED ALONG THE LINE .
SPACE THEM AS RECOMMENDED ABOVE.
o LOCATE EACH SCREW IN THE UPPER END OF THE HANGER SLOT, THEN FIRMLY FASTEN EACH HANGER WITH
SCREWS, OR WALL ANCHORS (NOT PROVIDED) TO THE WALL.

2a. MOUNT THE COMBINATION BOARD (aluminum or wood framed boards)
o PLACE THE BOARD (writing surface section - 16' wood framed boards) ON THE BOTTOM "L" HANGERS AND
SCRIBE A LINE ON THE WALL ALONG THE TOP EDGE OF THE BOARD FOR THE TOP HANGERS.

LOCATE EACH SCREW IN THE CENTER OF EACH HANGERS SLOT.

SNUGLY FASTEN EACH HANGER WITH SCREWS OR WALL ANCHORS TO THE WALL.

REPLACE THE BOARD ONTO THE HANGERS.

TAP THE TOP HANGERS DOWN AGAINST THE TOP FRAME.

USING THE "L' HANGERS AS A TEMPLATE, MARK THE HOLE LOCATIONS ONTO THE BOARD FRAME FOR THE
TOP AND BOTTOM # 8 X 1/2" SCREWS. (SEE FIGURE 1.)

REMOVE THE BOARD.

DRILL 1/8" DIA. HOLES APROX. 1/2" DEEP AT EACH OF THE MARKED LOCATIONS.

o REPLACE THE BOARD ONTO THE HANGERS AND ATTACH WITH THE SCREWS PROVIDED.
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2b. MOUNT THE TACKBOARD SECTION(S) (16' wood framed boards only)
o LOCATE THE DOWEL HOLES IN THE ENDS OF THE WRITING SURFACE SECTION AND INSERT THE DOWELS.
(SEE FIGURE 2.)
PLACE THE PANEL DIVIDERS ONTO THE ENDS OF THE WRITING SURFACE SECTION.
LOCATE THE DOWEL HOLES IN THE ENDS OF THE TACK BOARD SECTION(S).
PLACE THE TACKBOARD SECTION(S) ON THE BOTTOM "L" HANGERS.
ALIGN THE TACKBOARD SECTION(S) WITH THE MARKERBOARD SECTION AND PRESS TOGETHER.
SCRIBE A LINE ON THE WALL ALONG THE TOP EDGE OF THE TACK BOARD SECTION(S), FOR THE TOP
HANGERS.
REMOVE THE TACK BOARD SECTION(S) AND INSTALL THE TOP HANGERS, SPACING THEM THE SAME AS THE
BOTTOM HANGERS. AGAIN, LOCATE EACH SCREW IN THE CENTER OF EACH HANGERS SLOT.
o REATTACH THE TACK BOARD(S), AS YOU DID WITH THE WRITING SURFACE SECTION, WITH THE SCREWS
PROVIDED.
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REMOVE THE BOARD AND INSTALL THE TOP HANGERS, SPACING THEM THE SAME AS THE BOTTOM HANGERS.
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